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3840x2160

Wide dynamic                     HDR 107db

H.264  H.265

HDR @30fps3840x2160

 AI on

 AI off

AI LEDLED

 AI on / AI off

4k

Image Processing 3DNR technology, making the picture quality more
silky and natural

AI            

Different resolution modes, 30 °~100 ° viewing angle can be
adjusted automatically or manually

AI auto tracking AI auto framing AI auto ZooM

MIC               35db+ high sensitivity,  SNR65d2 signal-to-noise ratio,  AI 
                                            smart stereo mic with noise cancellation, 5 meters far-field 
                                            pickup

Focos method                FF

Working 

Press Press Press

Press

Press
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Press

Press

Press

Press

Press

Press

Press

Press

Press

Press

Press

Press

 or above
or above

V10.0.1734.4056 or above
V 10.04 or above

or above or above
or above

USB 3.2 gen 1

USB 3.2 gen 1

USB3.2 gen 1
USB3.2 gen 1

2 2

1920x1080@60fps    

NV12    

2560x1440

Manual zoom

Ai face brightness
The AI algorithm is used to optimize the face light, so that
the backlight face does not blacken, and the smooth face
does not expose. It is suitable for different light
environments.
trigger manual zoom key or remote control zoom key, 
support 10X zoom

Sony STARVIS  Sensor

USB port: standard Type C USB3.2 Gent1 port , with transmission
bandwidth up to 5.0Gdps (500MB/s)


